
 
 

Large Laser Blocking Roller Blind  

Large  

Roller Blind  

LMRB- RL12/ -RL62/ -RL72 

RL12 Roller blind with round cassette profile and lateral chain operation. 
RL62 Roller blind with round cassette profile and motor operation. 

RL72 Roller blind with round cassette profile and lateral crank operation. 

Roller blind width:   max. 4.00 m 

Roller blind height:   max. 4.00 m 

Hanging weight:   max. 12.0 Kg 

    (by chain operation with lifting spring) 

Operation:    Optional left or right 

    Ï4.5 x 6 nickel-plated stainless steel ball chain  

    Crank operation (white or grey) 

    Motor operation 

Operation height  Standard ball chain = Roller blind height x 0.75 

    Crank length optional 1.5 m, 2 m or 2.5 m 

Colour   Profile: Standard white RAL 9016, 

Mounting   Simple mounting on ceiling or wall  

    with universal bracket 
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The laser blocking material extends 36 mm into the profile guiding. Maximum angle of inclination 15Á 

 

Profile colour    Matches the cassette colour.  

Dimensions   Cross section = 70 x 27 (47) mm / Length = max. 4.00 m. 

Accessories   Tight brushes for moulding for the closing profile and closing profile of the hanging. 

�1�R�W�H����The roller blind and the profile guiding must be mounted parallel and perpendicular. 
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